1.5" SNAP LOCK 1

16.00”

SLZ-150-1.5”Snap Lock Z Panel features structural performance as well as architec-
tural aesthetics. Can be factory formed and/or fabricated on site for all the substrates
described in UL and TDI construction numbers mentioned above; ideal for residential
and light commercial applications. Low profile clip less system for fast, easy installation.

Features

- 24 GA steel.

- Colors available on standard, premium and metallic.

- Coverage 16"

- On site or factory made.

- Available in smooth, striated and stiffener ribs.

- UL Construction Number: TGKX301, TGKX342A and TGKX388.

- Uplift resistance of prepared roof-covering materials UL 580 Class90.

- Impact resistance of prepared roof-covering materials UL2218 Class 4.
- Fire tests of roof coverings UL 790. Class A, B, C. External fire exposure.
- TDI Texas Approved.

Product Specifications

- Applications: Roof

- Coverage Widths: 16.00”

- Minumum Slope: 3:12

- Panel Attachment: Concealed Fastening System, Clip.

- Gauges: 24 (standard), 22 and 26 (optional)

- Coatings: Galvalume®, Durapon 70°, Ceranamel®.

- Substructure: Plywood or OSB to be a nominal 5/8 inch thick.
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1.5" SNAP LOCK

CATEGORY CHARAGTERISTIC TESTMETHOD PURPOSE RESULT

. Determines Impact Resistance of
E N V | H [] N M E NTA'_ ImpaCt Resistance UL 2218 prepared Roof Covering Materials CLASS 4 RAITING
. Standard for Standard Test Methods for
Room Fire Performance UL 263 Fire Tests of Roof Coverings CLASS A, B, CFIRE RATING
. Standard for Standard Test Methods for For use in Design No. TGKX301,
Room Fire Performance UL 790 Fire Tests of Roof Coverings TGKX342A and TGKX388.
Provides a standard procedure to evaluate CLASS 90 RAITING
ST H U [}IU HA |_ Up|ift Resistance UL580 or confirm structural performance under The design pressure uplift load
uniform static air pressure difference resistance 52.5 psf.

OVERLAPS
Quality Metals

(.

Quality Metals

ROOF AND WALL SYSTEMS -
www.saqualitymetals.com

QUALITY METALS © ALL RIGHTS RESERVED 2018

San Antonio + 2707 Castroville Rd * San Antonio, TX 78237 « (210) 227-7276 « Fax (210) 227-0329
McAllen - 2221 AustinAve  McAllen, TX 78501 « (956)627-2966 < Fax (956)627-0918
Dallas - 2515 Willowbrook Rd 100 ¢ Dallas, TX 75220 « (972) 331 6800 « Fax (972) 331 6803
Houston - 6460 Langfield Road < Houston, TX 77092 « (713) 944-4480 « Fax (713) 944-4430



